






PUMP PRIMO
ITEM HF806

POWER SUPPLY 240 V / 50 Hz

AIR OUTPUT 14 litre / min

PRESSURE RANGE 70 mmHg – 120 mmHg

CYCLE TIME 10 | 15 | 20 | 25 mins

FEATURES
Auto Air Control, Sound Alarm, Seat 
Static, Mute, Lock, Remote Control

SIZE 34 cm x 12 cm x 19 cm

WEIGHT 4 kg

FEATURE MATTRESS
DIMENSIONS 80" (L) x 35" (W) x 8 "(H)

CELL HEIGHT (INFLATED) 8" 

AIR CELL MATERIAL Nylon/PVC, Nylon/ PU  

COVER MATERIAL Nylon / PU

CELLS 19

WEIGHT 3 kg

TECHNICAL FEATURES

PUMP CONTROL UNIT MATTRESS

CLEANING & DISENFECTION

WARNING!
Unplug the pump before starting 
the cleaning procedure.

1. Clean the mattress with mild soap.
2. Do not immerse or soak pump unit.
3. After cleaning, dry the mattress without direct sunlight exposure.
4. Check that the connection tubes are not obstructed by dust or another object.  

Use a soft swab to clean the tubes if necessary.

NOTE:
Never use acids, alkalis or solvents 

such as acetone to clean the 
mattress.

SAFETY MEASURES 
TAKE CARE when 
operating this electrical 
equipment.

DO NOT leave connected 
to electrical supply when 
not in use.

DO NOT expose the 
equipment to excessive 
humidity.

DO NOT use corrosive 
cleaning products such 
as industrial degreases or 
acetic solvents.

MAINTENANCE
Compressor maintenance 
operations must be 
strictly carried out by a 
technician recommended 
by the supplier.

No lights on 
unit.

Check control unit is connected to the mains 
power supply and that the unit is switched on. 

Check quick blow fuse on the control unit or 
mains plug fuse.

Low 
pressure  

alert.

Check main power to the control unit and that 
the plug is switched. 

Check mattress air supply connector Is 
connected to the pump unit correctly. 

Check CPR connector is connected properly. 

Under the mattress cover check all “T” and “L” 
connectors are connected to the air tubes. 

Check the connector tubes for kinks, crimps or 
damage. 

Patients body is 
sagging in the 

middle/ 
bottoming out.

Increase the value of the comfort the setting. 
Wait a couple of minutes so pressure can 
stabilise before making another change.

Control lock-up  
or "freeze".

Turn the control unit off and unplug the pump. 
Wait a few minutes and plug the control unit 
back in. Turn on the control unit.

TROUBLESHOOTING


